
Digital Undercounter
Compact Refrigerated Counter - 250lt, 4 Drawers

with worktop (R290)

729692 (ASAL25N04SH)
4-drawer compact refrigerated sushidette counter 250L, -2+10°C, (R290), AISI 304, with worktop

Main Features
● Anti-tilt runners accept GN 1/1 containers.
● Automatic evaporation of defrost water. Prearrangement for drain outlet.
● Digital control panel.
● Forced air circulation for rapid cooling and an even temperature distribution.
● Adjustable temperature range from -2 to +10°C to suit meat and different dairy storage requirements.
● Tropicalized unit.

Construction
● Access to all components from the front.
● Built-in compressor to suit operating conditions.
● Developed and produced in ISO 9001 and ISO 14001 certified factory.
● IPX3 protected.
● Rounded internal corners for ease of cleaning.
● Constructed from AISI 304 Stainless steel throughout to meet the highest hygiene standards.

User Interface & Data Management
● Connect the product (with accessory) to the OneConnected Platform via Wi Fi or ethernet connection for a seamless remote experience. Real-time

monitoring and analytics, alarm management, HACCP data management, APIs, and advanced features keep your fridge fully under control.
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A focus on sustainability

Sustainability
● 50 mm insulation for energy saving.
● CFC and HCFC free, highly ecological refrigerant type: R290 (ecological gas in foam: cyclopentane). Hydrocarbon refrigerant gas R290 for the

lowest environmental impact (GWP=3), to reduce green house and ozone depletion effects.

EU energy labelling from 1st July 2016

The European energy labelling scheme for professional refrigerators and freezers is
based on requirements setting Minimum Energy Performance standards for commercial
refrigeration cabinets sold within the EU. These requirements are designed to drive
energy efficiency and environmentally friendly approach for professionals. The European
energy labelling scheme will apply to all manufacturers and importers who sell and
market products within the EU and it is mandatory across Europe. Important: all
products which consume energy above the minimum level will not be able to be sold
within the EU from 1 July 2016. SI 2020 No. 1528.

Important: all products which consume energy above the minimum level will not be able
to be sold within the EU from 1 July 2016.

Certifications & Recognitions

International system for mutual
acceptance of test reports and
certificates concerning the safety
of electrical and electronic
components, equipment, and
products.

Product assessed by the
manufacturer and deemed to
meet EU safety, health, and
environmental protection
requirements.

Product placed on the Great
Britain market and complies with
UK regulations and standards.
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Technical specifications
Electric
Supply voltage: 220-240 V/1 ph/50 Hz

Plug type: CE-SCHUKO

Compressor power: 1/4 hp
Key Information:
Net  Volume: 94 lt

External dimensions, Width: 955 mm

External dimensions, Depth: 700 mm

External dimensions, Height: 850 mm

Internal Dimensions, Width: 870 mm

Internal Dimensions, Depth: 550 mm

Internal Dimensions, Height: 520 mm

Net weight: 85 kg

Shipping volume: 0.76 m³

Depth with doors open: 1300 mm

Gross capacity: 250 liter
Refrigeration Data
Control type: Digital

Refrigeration power at
evaporation temperature:

-10 °C

Min/Max internal humidity: 50/70/

Operating temperature min.: -2 °C

Operating temperature max.: 10 °C

Operating mode: Ventilated
Sustainability
Refrigerant type: R290

Refrigeration power: 314 W

Refrigerant weight: 50 g

Energy Class (EU Reg.
2015/1094):

D

Climate class (EU Reg.
2015/1094):

Normal duty (cl.4)

Energy Efficiency Index-EEI (EU
Reg. 2015/1094):

54.19
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Installation drawings

Front Side

Top

EI = Electrical inlet (power)
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Accessories

Optional Accessories
PNC Code Description

Other accessories

881299 Ethernet connector for IR33 (CAREL) refrigerated cabinets and counters

Recommended Detergents
PNC Code Description

0S2881 S01 STAINLESS STEEL SURFACE POLISHER; 6 BOTTLES X 750ML C/T

0S2883 S03 ALCOHOL BASE DETERGENT; 6 BOTTLES X 750ML; ADR&IMDG&IATA Limited Quantity

0S2884 S04 GLASSES & HARD SURFACES CLEANERS; 6 BOTTLES X 750ML

0S3257 S05 - MULTIPURPOSE DEGREASER; 6PCS X 750ML; ADR&IMDG Limited Quantity
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